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CONFLICT POINT

Potential Solution

Potential Conflict

EXIT:

DUE TO TIGHT EXIT RADIUS, 

A MOTORIST IN THE INSIDE 

CIRCULATING LANE FEELS 

GUIDED ("NATURAL PATH") 

INTO THE OUTSIDE EXIT LANE.

CONFLICT POINT

ENTRY: 

DUE TO TIGHT ENTRY RADIUS 

OR OTHER DESIGN FEATURES, 

A MOTORIST IN THE OUTSIDE 

ENTRY LANE FEELS GUIDED 

("NATURAL PATH") INTO THE 

INSIDE CIRCULATING LANE.

ENTRY:

ENTRY LANE LINE AND EDGE 

LINE ARE DESIGNED SO THAT 

THEIR IMAGINARY TANGENTIAL 

EXTENSIONS GUIDE MOTORISTS 

TO PROPER LANES.

EXIT:

RADIUS OF SMOOTHEST CONTINUOUS 

CONNECTION BETWEEN THE CENTERLINE 

OF THE CIRCULATORY ROADWAY AND THE 

CENTERLINE OF THE EXITING LANES 

IS NOT LESS THAN THE RADIUS OF THE 

CIRCULATORY ROADWAY.

CENTERLINE OF CIRCULATORY 

ROADWAY.

Vehicle Path Overlap at Two-Lane Roundabouts.


