Temporary Long-Term Rumble Strips JSP-13-04C

1.0  Description.  The work shall include furnishing, installing, maintaining and removing long-term rumble strips, as shown in the plans, or as designated by the engineer.

2.0  Material.

2.1  The long-term rumble strips shall be 10 feet to 12 feet in length, fabricated from a polymer material, and be orange in color.

2.2  The long-term rumble strips shall have a minimum width of 4 inches, but no greater than 6 inches. The long-term rumble strips shall have a minimum thickness of 0.25 inch, but no greater than 0.50 inch.

2.3  The long-term rumble strips shall have a pre-applied adhesive backing for securing to the asphalt or concrete roadway surface.

3.0  Construction.  Long-term rumble strips layout and spacing shall be in accordance with the plans or as approved by the engineer.  The long-term rumble strips shall be installed and removed in accordance with manufacturer’s recommendation.  The contractor shall monitor and repair, and maintain if necessary the long-term rumble strips until removed.

3.1  Each set shall consist of five individual strips spaced ten to twelve feet on center.

3.2  The long-term rumble strips removal process shall not damage the roadway surface. If any damage occurs to the pavement during the removal of long-term rumble strips, the contractor shall replace or repair the damaged pavement at no cost to the Commission.

4.0  Method of Measurement.  Measurement of long-term rumble strips will be per each complete set of five strips.

5.0  Basis of Payment.  The accepted quantity of Temporary Long-Term Rumble Strips sets will be paid for at the contract unit price for 616-20.02, Temporary Long-Term Rumble Strips, per each set.  The long-term rumble strips unit bid price shall include the cost of all labor, equipment and materials to install, maintain, and remove the rumble strips.


