Optional Pavements LPA-15-11A

1.0  Description.  This work shall consist of a pavement composed of either Portland cement concrete or asphaltic concrete constructed on a prepared subgrade.  This work shall be performed in accordance with the standard specifications and as shown on the plans or established by the engineer.

2.0  The quantities shown reflect the total square yards of pavement surface designated for each pavement type as computed and shown on the plans.  

2.1  No additional payment will be made for asphaltic concrete mix quantities to construct the required 1:1 slope along the edge of the pavement, or for tack applied between lifts of asphalt.  

2.2  No additional payment will be made for aggregate base quantities outside the limits of the final surface area as computed and shown on the plans.  When A2 shoulders are specified, payment for aggregate base will be as shown on the plans.

2.3  The  grading shown on the plans was designed for the (thicker/thinner) pavement option.  (The designer should note in the JSP submittal whether the grading is designed for the thicker or thinner pavement option.)  For projects with grading in the contract, there will be no adjustment of the earthwork quantities due to adjusting the roadway subgrade for optional pavements.

2.4  The contractor shall comply with Sections 401 through 403 for the asphalt option and Sections 501 and 502 for the concrete option. 

2.5  Pavement options composed of Portland cement concrete shall have contrast pavement marking for intermittent markings (skips), dotted lines, and solid intersection lane lines.  The pavement markings shall be in accordance with Section 620.  No additional payment will be made for the contrast pavement markings.

3.0  Method of Measurement.  The quantities of concrete pavement will be measured in accordance with Section 502.14.  The quantities of asphaltic concrete pavement will be measured in accordance with Section 403.22.

4.0  Basis of Payment.  The accepted quantity of the chosen option will be paid for at the contract unit bid price for Item 401-99.05, Optional Pavement, per square yard.

4.1  For projects with previously graded roadbeds, any additional quantities required to bring the roadway subgrade to the proper elevation will be considered completely covered by the pay item for Subgrading and Shouldering.

4.2 Price Adjustment for Fuel. If the contractor accepts the option for fuel adjustment in the bid proposal, a fuel adjustment will be applied in accordance with Sec 109.14 for the type of pavement constructed.



