Supporting Figure: Begin/End of Project Signing

1. **Note:**
   - Sign GO20-1 is required per EPG 616.6.56.
   - Sign GO20-2 is used on all projects where sign GO20-1 is used.
   - Other signs such as detour or alternate route signing may be used outside the project limits.
   - Any existing signing that conflicts with the traffic control signing shall be completely covered or removed.

2. (1) Distance may be adjusted according to field conditions. Where traffic backups are expected beyond the advance warning area, additional signing may be needed.

3. (2) Sign CONST-7-72 or CONST-7-48 is placed 500 feet before the beginning of project limits or the road work ahead sign or road work next x miles sign. If used, when these signs are located outside the project limits.

4. **(3)** CONST-5-96 or CONST-5-48 is placed in a visible area within the project limits provided its placement does not disrupt a sequence of signs. If a visible location within the project is not available, the sign may be placed 500 feet before sign CONST-7-72 or CONST-7-48.

5. **(4)** The “Rate Our Work Zone” sign is available in two sizes depending on roadway conditions. The 48 in. x 24 in. sign is used on low volume routes that carry 400 AADT or less, on projects that have a duration of 4 weeks or less or in urban areas where there is insufficient lights of way for a six foot wide sign. The 72 in. x 36 in. version of the sign is used in all other applications, but can also be used in place of the 48 in. x 24 in. sign if added emphasis is deemed necessary.

6. **(5)** The “Point of Presence” sign is available in two sizes depending on roadway conditions. The 48 in. x 36 in. sign is used on low volume routes that carry 400 AADT or less, on projects that have a duration of 4 weeks or less or in urban areas where there is insufficient rights of way for an eight foot wide sign. The 96 in. x 48 in. version of the sign is used in all other applications, but can also be used in place of the 48 in. x 36 in. sign if added emphasis is deemed necessary.

7. **(6)** The “Work Zone No Phone Zone” sign is placed a minimum of 500 feet before the road work ahead sign.