
 Page 1 of 3 1/2024 

616.8.43B (TA-43B) Ramp By-Pass 
 

• Always use advance warning signs, flashing arrow panels, and channelizers. 
1. Use EPG 616.33SD (TA-33SD) Short Duration Lane Closure on a Multi-Lane Highway for 

setting advanced warning signs and channelizers. 
2. Place channelizers immediately before and after the exit gore area at ½ the normal spacing 

on page 2 of 3. 
3. Place channelizers immediately before and after the ramp and closure intersection area at 

½ the normal spacing on page 3 of 3. 
 

• For more information on proper TMA operations, refer to EPG 612.1.3.1.2. 
 

• For more information on roadway closures, refer to EPG 616.8.8A (TA-8A) Roadway Closure 
due to Roadway/Bridge Work or Water Over Roadway.  
 

   For other operations, refer to: 

• Mobile: 
1. EPG 616.35M (TA-35M) Mobile Operation on Multi-Lane Highway. 

• Short Duration (60 minutes or less): 
1. EPG 616.8.33SD (TA-33SD) Short Duration Lane Closure on a Multi-Lane Highway. 

• Long-term Stationary Operations:  
1. EPG 616.6.2.2 Flags and Advance Warning Rail System. 
2. EPG 616.6.78 Temporary Markings. 
3. EPG 616.6.79 Temporary Raised Pavement Markers. 
4. EPG 617.1 Temporary Traffic Barriers.  

• Nighttime Operations:  
1. EPG 616.6.83 Warning Lights for use of sequential lights.  

• Speed Limit Guidance:  
1.  EPG 616.12 Work Zone Speed Limits for speed limit guidelines.  

• For a Ramp Closure: 
1. EPG 616.43S (TA-43S) Stationary Work on Ramps. 
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